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BandWidth™

collar mount pulls

Pull No. Diameter CTC
RM2204 1" 8", 10", 12"
RM2214 11⁄4" 8", 11", 16"

Up to 96" CTC available.

Straight Pulls - Round Ends

Pull No. Diameter CTC
RM2200 1" 8", 10", 12"
RM2210 11⁄4" 8", 11", 16"

Up to 96" CTC available.

Straight Pulls - Square Ends

Pull No. Diameter CTC

RM2202 1" Specify
RM2212 11⁄4" Specify

Push Bars - Square Ends 

Pull No. Diameter CTC
RM2234 1" 8", 10", 12"
RM2244 11⁄4" 8", 11", 16"

Up to 96" CTC available.

Offset Pulls - Round Ends

Pull No. Diameter CTC
RM2206 1" Specify
RM2216 11⁄4" Specify

Push Bars - Round Ends 

Pull No. Diameter CTC
RM2230 1" 8", 10", 12"
RM2240 11⁄4" 8", 11", 16"

Up to 96" CTC available.

Offset Pulls - Square Ends

Base Metals: Aluminum (grip only), brass, bronze, stainless steel
Options:  • For optional mid-post, suffix the product number with “MP” (example: RM2210MP). 

• Over 96" available on select finishes.

Application Suggestions

Other Length Ordering Options
Full length BandWidth pulls are available in both straight
and offset versions from 3 feet to over 8 feet long. 

BandWidth design features a collar that attaches the grip section to the mounting posts. The
collar can be furnished in a matching finish and base metal, or any combination of contrasting
finishes of similar or dissimilar metals. Black anodized aluminum grips create a visual effect
similar to our NoirMet pulls. The detail photo shows an un-lacquered bronze grip that provides
the rich copper color and patina potential associated with copper alloys. Round end versions
add an extra element of interest. 
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